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SETTING A CONCRETE PATH TO PROGRESS 
Power Poles, Inc., a pioneer company with over 35 years of experience. 

 
We are committed to offering the most trustworthy products 

 

We are a company whose performance 
speaks for it self. Our products meet the 
highest standards in the market. 

 

We offer essential products for infrastructure, 
safety and quality of life. 

 

Our products are developed to meet todayôs 
demand for reliability quality and service life. 
Power Poles, Inc., recognizes and meets the 
need of the public and private contractors 
developers and government agencies that we 
serve throughout Puerto Rico. 

 
Quality, durability, strength and cost efficient products from a customer oriented 
company with an impressive example of the best pre-cast products you can get. 
 

Our goal is based in only one thing: total customer satisfaction. 
 
Power Poles, Inc., has a complete line of products carefully designed to satisfy 
infrastructure requirements.  For over 35 years we have been setting a concrete path 
to progress for all us. 

 

 Highest quality  Durability 

 Strength  Competent installation available 

 Modern structural design  Cost efficient 

 Thoroughly tested  Expert assessment by experienced personnel 
 

  
Products supplied are approved by the Puerto Rico Power Authority, the Puerto Rico Telephone Company, the 

Puerto Rico Highway Authority, Junta Reglamentadora de Telecomunicaciones and Aqueduct and 
Sewer Authority. 
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OCTAGONAL LIGHTING POLE  

 

Our new pre-stressed octagonal poles meet the 
requirements of strength, appearance, and ease of 
maintenance.  The poles are thoroughly tested and 
engineered.  Each type of pole was developed for 
specific application and must pass extensive testing 
before being released for production.  A complete line 
of brackets, clamps and other attachments has been 
developed in order to make a complete installation 
available. 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 
 

 

 

INSTALLATION 

Octagonal Concrete Poles are designed for setting directly into the ground without 
the use of precast foundations.  A hole is dug by an earth auger, shovel and spoon.  
The depth depends on the nature of the anticipated load.  Lighting poles are useful 
for residential and commercial areas. 
 

LIGHTING 
The 33ft. PREPA standard pole is for arm mounted luminaries.  Other configurations 
to meet your specifications and requirements for mounting attachments can be made 
available.  Any desired arrangements can be provided for TV cameras, loud-
speakers, and others. 
 

Type & Length 
Dimensions (in) 

Top 
Dimensions (in) 

Base 
Weight Comments 

L-20 6 9.2 760 ACCEPTED BY PREPA 

L-25 6 10.0 1,095 ACCEPTED BY PREPA 
L-33 6 11.3 1,800 PREPA STANDARD 

 

 

Octagonal Lighting Pole 

Octagonal Lighting Pole 

Lighting Pole 
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SQUARE LIGHTING POLE   
 

 
 

Square lighting poles are used in areas where a developer wants a special 
environment on the project.  The design concept of the pole is to blend as much as 
possible with the surroundings and accessories that are to be used.  It is designed 
for the ñshoe boxò type luminaries and will harmonize with any public ways or 
shopping center parking area. 
 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 

Typ 
e & Length 

Dimensions (in) 
Top 

Dimensions (in) 
Base 

Weight Comments 

L8-20 8 8 1,180 ACCEPTED BY PREPA 

L8-25 8 8 1,475 ACCEPTED BY PREPA 

L8-30 8 8 1,770 ACCEPTED BY PREPA 

L8-33 8 8 1,957 ACCEPTED BY PREPA 

     

Type & Length Dimensions (in) 
Top 

Dimensions (in) 
Base 

Weight Comments 

L-7T-20 7 10.2 1,394 lbs ACCEPTED BY PREPA 

L-7T-25 7 11 1,886 lbs ACCEPTED BY PREPA 

L-7T-30 7 11.8 2,460 lbs ACCEPTED BY PREPA 

L-7T-35 7 12.6 3,116 lbs ACCEPTED BY PREPA 
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TRANSMISSION &  DISTRIBUTION POLES   
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 

 

 
 

INSTALLATION 
 
Square Pre-stressed  
Concrete Poles type H3 
and H4 are designed for  
setting directly into ground. 
Type H-6, H8 and H10  
Poles are designed to be installed in a precast concrete foundation that will allow 
the complete use of the pole strength.  Please see precast foundation details on 
page 21. 
 
 

Holes 
A 1 İ ñ slanted hole 2ô below ground line and another 28ô above ground line 
giving access to the hollow core are provided for use of the lighting system.  For 
line hardware, the top 15 feet in the 40, 45 and 50 foot poles and the top 20 feet 
in the 55, 60, 70 and 75 foot poles are provided with a suitable pattern of holes 
and slots. 
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TRANSMISSION & DISTRIBUTION POLES 
 
 
 

DISTRIBUTION 

LENGTH 
(FEET) 

DIMENSIONS (INCHES) 
TOP 

DIMENSIONS (INCHES) 
BASE 

WEIGHT 
(LBS) 

MAXIMUM MOMENTUM 
(KILO-FT-LBS) 

H3 H4 H6 H8 

35 9 14.7 5,000 105 122 160 225 

40 9 15.5 6,100 121 141 184 259 

45 9 16.3 7,200 --- 159 209 294 
50 9 17.1 8,400 --- 178 234 328 

 

 

TRANSMISSION 

LENGTH 
(FEET) 

DIMENSIONS (INCHES) 
TOP 

DIMENSIONS (INCHES) 
BASE 

WEIGHT 
(LBS) 

MAXIMUM MOMENTUM 
(KILO-FT-LBS) 

H6 H8 H10 

55 9 17.9 9,800 258 362 --- 

60 9 18.7 11,200 283 397 --- 

65 9 19.5 12,800 307 431 --- 

70 9 20.3 14,600 332 466 --- 

       

45 11 18.2 9,800 --- --- 374 

50 11 19.00 11,200 --- --- 418 

55 11 20.1 12,800 --- --- 453 

60 11 20.9 14,600 --- --- 496 
65 11 21.8 16,600 --- --- 539 

70 11 22.6 18,600 --- --- 582 

75 11 23.4 20,600 --- --- 625 

 
 

 
 

BREAKING STREGHT 
Horizontal force applied 2ft. from top pole 
 

MAXIMUM MOMENTUM 
At section 14% of total length from base of 
pole 
 

TYPE BREAKING STRENGHT 
H3 3,750 

H4 4,350 

H6 5,700 
H8 8,300 

H10 10,200 
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TELEPHONE DISTRIBUTION POLES  

 

 

 

 

 

 

 
 

  

 TELEPHONE POLES 

  

LENGTH 30ô 35ô 

   

WEIGHT 2,300 lbs 2,650 lbs 

   
TOP DIMENSION 7 inches 7 inches 

   

BASE DIMENSION 11 ½ inches 12 ʌ inches 

   

BURRIAL DEPTH 5 feet 5 feet 

   

BREAKING STRENGHT 3,500 lbs 3,500 lbs 

   

MAXIMUM MOMENTUM 80.5 kft-lbs 98.0 kft-lbs 

   

WORKIN LOAD 2,100 lbs 2,100 lbs 

   

BASE

TOP

GROUND 
LEVEL

AA BB

B

A 1 1/2" CAST HOLE

#2 STRANDED GROUND WIRE

POLE WEIGHT : 2,300 LBS.

3
/4

 H
O

L
E

WORKING LOAD @ 2' : 2,100 LBS.

ULTIMATE CAPACITY @2'
                               

(from top of the pole): 3,500 LBS.                        

ABBA
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ELECTRICAL MANHOLES 

 

 

Pre-fabricated Concrete Underground Utility Boxes are manufactured with all the 
advantages of precast standards: experienced personnel, uniformity of materials, 
heavy steel forms, intense vibration and detailed supervision. 
 
Precast Manholes are built conforming to applicable design specifications.  They 
comply with the PREPA, PRHTA Precast Manhole  
requirements and specifications. 
 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 

 

 

 

Manholes are manufactured using the conduit terminators according to a desired 
configuration approved by PRTC and PREPA. 
 
The complete precast manhole includes a concrete collar and a cast-iron frame cover. 
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ELECTRICAL MANHOLES 
 

PREPA MANHOLES 
 

INTERIOR DIMENSIONS 
(L X W X H ) ID 

TOTAL WEIGHT 
(TWO SECTIONS) 

REMARKS 

10ô-0ò X 7ô-0ò X 8ô-0ò 30,200 LBS URD-31 

12ô-0ò X 6ô-0ò X 7ô-0ò  32,205 LBS URD-32 

12ô-0ò X 6ô-0ò X 8ô-0ò 34,000 LBS URD-33 

9ô-0ò X 12ô-0ò X 8ô-0ò 44,000 LBS URD-35 

8ô-8ò  X 16ô-6ò X 8ô-0ò 
52,000 LBS 
52,000 LBS 
60,000 LBS 

38 KV OCTAGONAL STRAIGHT 
38 KV OCTAGONAL 90° BEND 

38 KV RECTANGULAR 

20ô-0ò X 8ô-0ò X 8ô-0ò 66,000 LBS 115 KV 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Electrical Manholes are designed for roadway.  End bells configuration is as per 
project requirements.  The standard frame & cover height is 10 inches.  A riser 
section between 6ò and 36ò can be added to adjust to site conditions. 
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ELECTRICAL PULL BOXES 

 

 

 

 

 

  

Electrical Pull boxes 
Our products are delivered and lowered in their final 
place by our specialized equipment and personnel. 

Installation of electrical and telephone 
pull boxes 


